
CAUTION!
This area is protected  by 
a FM-200® !re 
extinguishing system.

When alarm sounds 
or upon gas discharge
evacuate hazard area 
immediately.

After discharge do NOT 
re-enter until 
thoroughly ventilated.

FM-200®

CAUTION!
DO NOT enter unless
extinguishing system
is locked o".

When alarm sounds
evacuate hazard area.

After FM-200®  
discharge do NOT 
re-enter until 
thoroughly ventilated.

FM-200®

CAUTION!
Ensure all 

personnel are 
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before 
releasing 
FM-200®
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FM-200®

RELEASE

Manual
Control Point

Door Notice
A door notice is required at each entrance to the risk to 
advise personnel that they are entering a protected area.

Figure 31 - Door Notice (Part No. 314.205.001)

Manual Release Notice
A notice should be located at each manual release 
position.

Figure 32 - Manual Release Sign (Part No. 314.205.003)

For areas protected by concentrations greater than NOAEL 
(unoccupied spaces only).

For areas protected by concentrations less than NOAEL (Part 
No. 314.205.002).

Technical Information
Material 2 mm (0.08” ) Craylon

Finish Gloss, scratch resistant
Overall Size: 210mm (L) x 210mm (W)

(8.27” (L) x 8.27” (W))
Weight: 0.025 kg (0.055 lbs)

Technical Information

Material 2 mm (0.08 in) Craylon

Finish Gloss, scratch resistant
Overall Size: 212mm (L) x 75mm (W)

(8.35” (L) x 2.95” (W))
Weight: 0.011 kg (0.024 lbs)
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